
F421-TMA-30

Terephthalic resin based on
recycled PET for Filament winding

F421-TMA-30 is a green resin, manufactured
from recycled PET (25-30%), and is suitable for
various fabricating methods. 

Pipes made from this resin are stronger and
more durable than equivalent pipes made
from Orthophthalic resins

Benefits
Green resin made from recycled PET
Enhanced mechanical properties
Improved heat resistance
Great resistance to water
Performance track record

AOC Next® Product
F421-TMA-30 is a resin made from recycled

PET feedstock. For that reason the resin has

received the AOC Next® Eco-label for

Sustainable Products and Solutions.

Major Applications

F421-TMA-30 resin is a resin used in filament winding and

centrifugal casting transformation processes. Resin is easy

to process for making different types of water pipes.

Pipes made from F421-TMA-30 resin are broadly used for

making sewer systems, waste water, and irrigation

networks.

Certifications and Approvals

Reaction resin moldings made from the F421 - Series

conform to group 1B according to EN 13121-1; to group 1

acc. to DIN 18820/1; to type 1140 acc. To DIN 16946/2.

Product Specifications

Property Value Unit TM

Solids content 59 - 61 %
TM
N378.01

Viscosity sp3 60rpm 450 - 550 mPa.s
TM
V227.05

Gel time 25 °C 30 - 35 min TM 7103

Thix index-value 2 - 2.8 -
TM
V227.05

Reactivity determined with 100g Resin, @ 25°C, Catalyze 1.5%
Butanox M-50

Thix Index: LVT#3 @6/60 

Viscosity measurement: LVT #3 @ 60 rpm @ 25˚C
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Solid Unfilled

Property Value Unit TM

Flexural strength 144 MPa ISO 178

Flexural E-Modulus 3.6 GPa ISO 178

Tensile strength 87 MPa ISO 527-1

Tensile modulus 4.1 GPa ISO 527-1

Elongation at break 3.5 % ISO 527-1

HDT 97 °C ISO 75A

Application Guidelines

Keep full strength catalyst levels between 1.0% - 2.0% of the

total resin weight.

Maintain shop temperatures between 18°C and 32°C and

humidity between 40% and 90%. Consistent shop

conditions contribute to consistent gel times and will help

the fabricator make a high quality part.

Sanding and/or grinding is recommended if a secondary

bond is applied to a laminate that was made with a resin

containing wax.

Storage Guidelines

This product is stable for six months from the date of

production when stored in the original containers away from

sunlight at no more than 21°C.

After extended storage, some drift may occur in gel time.

Promoted versions are stable for 3 months based on same

storage conditions described above.

During the hot summer months, no more than two months

stability at 30°C should be anticipated.

Material Safety

A Material Safety Data Sheet of this product is available on

request.
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Test Methods

Test methods (TM) referred to in the table(s) are available

on request.

ISO 9001:2015 Certified

The Quality Management Systems at every AOC

manufacturing facility have been certified as meeting ISO

9001:2008 standards. This certification recognizes that

each AOC facility has an internationally accepted model in

place for managing and assuring quality. We follow the

practices set forth in this model to add value to the resins

we make for our customers.

AOC. Trusted Solutions
AOC is the leading global supplier of resins and specialty

materials which enable customers to create robust, durable

and versatile products and components. With strong

capabilities around the world in manufacturing and science,

the company works closely with customers to deliver

unrivaled quality, service and reliability for today, and create

innovative solutions for tomorrow. Partner with AOC and we

will work together to find the right solutions for your

business.

Contact us for more information

We will help you to choose the right resin
solution.

emea@aocresins.com

Europe, Middle East & Africa

+41 52 6441212

emea@aocresins.com
AOC is a registered trademark of the AOC group of companies.

The user is held responsible for checking the quality, safety and all other properties
of our products prior to use. The information and recommendations contained
herein are to the best of our knowledge accurate and reliable, but no rights
whatsoever may be derived by any party other than those expressly agreed to with
a selling entity of the AOC group of companies in a legally binding agreement.
AOC hereby makes no warranty of any kind, express or implied, including those of
merchantability and fitness for purpose. Unless explicitly agreed to in writing by
AOC otherwise, all offers, quotations, sales and deliveries of AOC products are
subject to the general conditions of sale of AOC. Altek®, Atlac®, Beyone®, Daron®,
FirePel®, NeoMould®, Neoxil®, Palatal®, Palapreg®, Pultru®, Synolite™, Vipel®,
the AOC™ name, the AOC™ logo and the Trusted Solutions™ logo are the
registered trademarks of the AOC group of companies

For more information: aocresins.com
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